1450 Single-Mode Optical Module

Overview

The UACC-OM-SFP10-1450 is a highly advanced 10G CWDM SFP+ transceiver module
specifically designed for data transmission over single-mode fiber connections. It
supports a maximum data rate of. 251 / 5 000 Inter Projekt S. Wir sind seit Uber 20
Jahren auf dem Markt und bieten professionellen Support und Vertrieb. GroBhandel
und Vertrieb von Marken wie Ubiquiti, MikroTik, Interline, Stonet. Buy UBIQUITI
NETWORKS Transceiver 10g Cwdm Single-mode Optical Module 1450nm (UACC-OM-
SFP10-1450) with fast shipping and top-rated customer service. Redcorp, we.
1450nm 10mW SLD Broadband Light Source Coupled Single-mode Optical Fiber
Desktop Type SLD-1450-10-SM-B SLD broadband light source adopts super radiant
semiconductor diode light-emitting chip, which outputs broadband spectrum with low
coherence degree and high output optical power spectral density.




Page 2/4

Article Content
1.25G SFP Module, Single Mode SC, TX1550nm, DDM | Elfcam

1,25G SFP Module, SC Single-mode Fiber Optic Cable Connector, 1000 Base-BX TX
1550nm / RX 1330nm Single-mode, DDM 10KM. Transmission distance: up to 10KM
with SC Singlemode Fiber

Ubiquiti UACC-OM-SFP10-1450

With a wavelength of 1450 nm, this module enables reliable data transmission over
distances of up to 20 km. It supports a maximum data rate of 10 Gbit/s and is
compatible with SFP+ and SFP interfaces,

Semiconductor Optical Amplifier, 1450-1600nm, Module - Optilab

The Optilab SOA-1490-M is a semiconductor optical amplifier with high fiber-to- fiber
gain, designed to be used in general applications to increase optical launch power to
compensate for loss of other

1.25 Gbit/s SFP/eSFP Optical Module

You can use different levels of 1.25 Gbit/s SFP/eSFP optical modules with GE
interfaces and 10 GE interfaces. The wavelength of common 1.25 Gbit/s SFP/eSFP
optical modules can be 850

LYNX Technik OH-TX-12G LC Singlemode Simplex SFP

OH-TX-12G-1450-LC - Overview. The OH-TX-12G-1450-LC 12G SDI optical transmitter
is a CWDM fiber plug in option for select LYNX Technik products.

Ubiquiti 10G CWDM Single-Mode Optical Module

Wir sind seit Uber 20 Jahren auf dem Markt und bieten professionellen Support und
Vertrieb. Grolhandel und Vertrieb von Marken wie Ubiquiti, MikroTik, Interline,
Stonet.

Understanding Single-mode and Multi-mode SFP

A[]SFP single-mode optical modules and SFP multi-mode optical modules are
incompatible. If you mix SFP single-mode optical modules and SFP multi-mode

Ubiquiti UACC-OM-SFP10-1450 10G CWDM Single-Mode Optical Module

Ubiquiti UACC-OM-SFP10-1450 10G CWDM Single-Mode Optical Module Call For Best
Price in Dubai, UAE, Oman, Africa

Fiber Optic Transceiver 40G QSFP+ Single Mode Optic

Fiber Optic Transceiver 40G QSFP+ Single Mode Optic Module ER4 40km 1310nm
Wavelength LC A 40G transceiver module is an optical that

© 2026 Data Center Interconnect & Optical Chips - All rights reserved



Page 3/4

SFP 1.25G 1490nm/1310nm Single mode Optical Transceiver

SFP 1.25G 1490nm/1310nm Single mode Optical Transceiver Description Features
The BlueOptics© BO15C4931620D SFP transceiver is a high performance, cost
effective module supporting data-rate

Ubiquiti 10G, CWDM, Single-Mode, Optical Module, 1450nm

10G, CWDM, Single-Mode, Optical Module, 1450nm SFP+ transceiver for CWDM that
supports 10G connections up to 20 km using single-mode fiber with a duplex LC UPC
connector.

10G CWDM Single-Mode Optical Module

SFP+ transceiver for CWDM that supports 10G connections up to 20 km using single-
mode fiber with a duplex LC UPC connector.

Ubiquiti UACC-OM-SFP10-1450 10G CWDM Optical Module

The Ubiquiti UACC-OM-SFP10-1450 CWDM Single-Mode Optical Module is built for
high-speed, long-distance fiber connections. Its CWDM capability enables you to
multiplex multiple channels onto a

1450nm 10mW SLD Broadband Light Source Coupled Single-mode

The operating wavelength can be selected from O, S, C, L and other bands, suitable
for optical OCT, optical fiber sensing applications. The flatness is about 10dB, the
fixed optical power is not

Cisco CWDM-SFP-1450 Glasfaser SFP Modul | 1000BASE-CWDM

The Cisco CWDM-SFP-1450 Compatible 1000BASE-CWDM SFP transceiver supports up
to 80km link lengths over single-mode fiber (SMF) via an LC duplex connector. Each
SFP transceiver

Ubiquiti UniFi 10G CWDM Single-Mode Optical Module 1450 (UACC

1695. Varfor valja denna SFP+-transceiver? Ubiquiti UniFi 10G CWDM Single-Mode
Optical Module 1450 ger riktad 10 Gbit/s singlemode-fiberanslutning for
langdistanslankar.

Ubiquiti 10G CWDM Single-Mode Optical Module

Ubiquiti 10G CWDM Single-Mode Optical Module - 1450 nm on sale Worldwide.
Express delivery and lightning-fast shipping. Don''t miss out on this offer!

SFP Optical Transceiver | SFP Optical Module | Perle

Multimode and single-mode fiber Gigabit Ethernet, Fast Ethernet, Fiber channel,
ATM/SONET, SDH Hot-pluggable with durable metal enclosure Can be installed

UBIQUITI NETWORKS Transceiver 10g Cwdm Single-mode Optical
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Where applicable, all prices quoted on our website include Recupel, Bebat and
Auvibel taxes. SFP+ transceiver for CWDM that supports 10G connections up to 20
km using single-mode fiber with a

PerkinElmer | Science with Purpose

We believe in the power of science to transform our world. Together with scientists
and operators worldwide, we empower progress by providing trusted insights and

Ubiquiti UACC-OM-SFP10-1450 10G CWDM Single-Mode Optical

Ubiquiti UACC-OM-SFP10-1450 10G CWDM Single-Mode Optical Module SFP+
transceiver for CWDM that supports 10G connections up to 20 km using single-mode
fiber with a duplex LC UPC connector

Fiber Facts—Yes, You Do Need to Read This

Fiber modes and cable specifications can be a lot for network architects to absorb;
but there are a few fiber facts you should be aware of.

Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://invest-bud.com.pl

Email: sales@ibud-photonics.com

Phone: +33 1 45 62 89 07

Address: 10 Avenue des Champs-Elysées, 75008 Paris, France

This document is for informational purposes only. Specifications subject to
change without notice.
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